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(2) Draft and load line marks. For 
tank barges of 150 gross tons and over, 
prior to leaving port for ocean, coast-
wise, and Great Lakes voyages only. 

(3) Cargo gear inspections: At least 
once a month. See § 31.37–70 of this sub-
chapter. 

(4) Verification of vessel compliance 
with applicable stability requirements. 
After loading and prior to departure 
and at all other times necessary to as-
sure the safety of the vessel. See 
§ 35.20–7. 

[CGFR 65–50, 30 FR 16704, Dec. 30, 1965, as 
amended by CGD 89–037, 57 FR 41821, Sept. 11, 
1992; CGD 84–069, 61 FR 25286, May 20, 1996, 
CGD 95–028, 62 FR 51199, Sept. 30, 1997] 

Subpart 35.08—Stability 
Information 

§ 35.08–1 Posting of stability letter. 
If a stability letter is issued under 

§ 170.120 of this chapter, it must be 
posted under glass or other suitable 
transparent material in the pilothouse 
of the vessel. 

[CGD 79–023, 48 FR 51006, Nov. 4, 1983] 

Subpart 35.10—Fire and 
Emergency Requirements 

§ 35.10–1 Emergency training, musters, 
and drills—T/ALL. 

Onboard training, musters, and drills 
must be in accordance with subchapter 
W (Lifesaving Appliances and Arrange-
ments) of this chapter. 

[CGD 84–069, 61 FR 25286, May 20, 1996] 

§ 35.10–3 Display of plans—TB/ALL. 
Barges with sleeping accommoda-

tions for more than six persons and all 
sef-propelled vessels shall have perma-
nently exhibited for the guidance of 
the officer in charge of the vessel the 
following plans: 

(a) General arrangement plans show-
ing for each deck the fire control sta-
tions, the various sections enclosed by 
fire-resisting bulkheads, together with 
particulars of the fire alarms, detect-
ing systems, the sprinkle installation 
(if any), the fire extinguishing appli-
ances, means of access to different 
compartments, decks, etc., and the 
ventilating systems including particu-

lars of the maste fan controls, the posi-
tions of dampers, the location of the 
remote means of stopping fans, and 
identification numbers of the ven-
tilating fans serving each section. If 
cargo compartments are ‘‘specially 
suited for vehicles,’’ they shall be so 
indicated on the plan. Alternatively, at 
the discretion of the Commandant, the 
aforementioned details may be set out 
in any other medium, such as a booklet 
or on computer software, provided that 
the aforementioned details are avail-
able to each officer and a copy is re-
tained on board at all times and is ac-
cessible during emergencies. For ves-
sels constructed on or after September 
30, 1997 or for existing vessels which 
have their plans redrawn, the symbols 
used to identify the aforementioned de-
tails shall be in accordance with IMO 
Assembly resolution A.654(16). These 
identical symbols can also be found in 
ASTM Adjunct F 1626 (incorporated by 
reference, see § 35.01–3). 

(b) Plans showing clearly for each 
deck the boundaries of the watertight 
compartments, the openings therein 
with the means of closure and position 
of any controls thereof, and the ar-
rangements for the correction of any 
list due to flooding. 

(c) The information contained in the 
plans shall be kept up-to-date, and any 
changes shall be recorded as soon as 
possible. 

[CGD 95–028, 62 FR 51199, Sept. 30, 1997, as 
amended by USCG-2000–7790, 65 FR 58459, 
Sept. 29, 2000] 

§ 35.10–5 Muster lists, emergency sig-
nals, and manning—T/ALL. 

The requirements for muster lists, 
emergency signals, and manning must 
be in accordance with subchapter W 
(Lifesaving Appliances and Arrange-
ments) of this chapter. 

[CGD 84–069, 61 FR 25287, May 20, 1996] 

§ 35.10–15 Emergency lighting and 
power systems—T/ALL. 

(a) Where fitted, it shall be the duty 
of the master to see that the emer-
gency lighting and power systems are 
tested and inspected at least once in 
each week that the vessel is navigated 
to be assured that the system is in 
proper operating condition. 

VerDate Mar<15>2010 11:28 Nov 15, 2010 Jkt 220191 PO 00000 Frm 00455 Fmt 8010 Sfmt 8010 Y:\SGML\220191.XXX 220191er
ow

e 
on

 D
S

K
5C

LS
3C

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-08-26T12:35:30-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




